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9 - 1020746-0-01] © 67 S DIN EN 10 132-4, 0.4 thick zwischenstufenverquetet 435...535 HV5|metallhaltige Korrosionschutzbeschichtung silber,GZ i ne 10,9 1¢ prepared by :
082652 0 06 P austempered to 435...535 HV5 metalliferous corrosion prevention coating silver 0995 Projektion / projection AL%NDHH?MERQRE 2;;;352;“”/ 20100922103110
i - 1020748-0-05 PA 66 waermestabil, trockenschlagzaeh _ _ schwarz E@ Blechdicke/ olen| Gevicht
heat stabilized, dry impact strength black DIN EN 10140 voluse (av) veignt (o)
; - ; ; ; Oberfl./ , . Oberfl. Code/
9 - 1020746-0-01] © 67 S DIN EN 10 132-4, 0.4 thick zwischenstufenverquetet 435...535 HV5|metallhaltige Korrosionschutzbeschichtung silber,GZ Finish siehe Zeichnung finish sot
082652 0 05 P austempered to 435...535 HV5 metalliferous corrosion prevention coating silver 0996 see drawing -
11 - 1020748-0-04 PA 66 vaernestabil : : schwarz UV $tab. el tregtret siehe Zeichnung
heat stabilized black
. . . . . see drawing
9 - 1020746-0-01] © 67 DINEN 10 132-4, 0.4 thick zwischenstufenverguetet 435...535 HV5 metallhaltige Korrosionschutzbeschichtung silber,GZ oo : : —
082652 0 04 ! austempered to 435...535 HVS netalliferous corrosion prevention coating silver 0997 material siehe Zelchnung
schwarz UV Stab. see drawing 8900
1 020748 b 0 - 03 PA 66 Standard . i hlack Benennung/
R B T B B title
9 - 1020746-0-01| ¢ 67 S DINEN 10 132-4, 0.4 thick zwischenstufenverquetet 435...535 HV5|metallhaltige Korrosionschutzbeschichtung silber,GZ
082652-0-01 P austempered to 435...535 HV5 metalliferous corrosion prevention coating silver Kabelband
020748-0-01 PA 66 Standard : : figtbu%fs cable strap
9 - 1020746-0-01] © 67 S DIN EN 10 132-4, 0.4 thick zwischenstufenverquetet 435...535 HV5|metallhaltige Korrosionschutzheschichtung silber,GZ
P austempered to 435...535 HV5 metalliferous corrosion prevention coating silver Teil-Nr.| Draning type
082652-0-00 s T 082652-0-00
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